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Starflex 1000 
Material Description  Asbestos free calendered material based cellulose fibres and other fibers bonded 

with Nitrile binder.  

  
Application  Most Appropriate sealing material for low temperature medium pressure 

applications., Suitable for us with water, oils, and fuels, etc.  

Temperature  300 C (572 F) (Peak)  
200 C (400F) (Maximum Continuous) 

Pressure  50 Bar (725 psi) (Max Operating Pressure) 

    
Physical Properties  For 1.5mm thickness  

Density (Din 3754)  1.7 to 2 min Gm/CC  

Tensile (ASTM F152) > 7 Mpa (1,015 psi) 

Compressibility (BS7531)  10% Min 

Recovery (ASTM F36J)  50% Min  

Fluid Immersion Properties    
Oil Absorption: 5 hours at 150C 
(BS7531) 

10% Max Weight Increase 

ASTM Fuel B Absorption: 5 hours at 
21C to 29C (ASTM F146) 

10% Max Weight Increase 

Water Absorption at 100X (BS 7531)  9% Max Weight Increase 

Availability Size:  60” x 120”, 60” x 60” 

   Thickness:  1/64” to 1/4” 

 

All data and statements concerning these products may be considered as being an indication of representative properties and characteristics obtainable.  Since industry practices vary, we 
make no warranty expressed or implied, concerning their use, nor do we accept responsibility for any mis-application of these products or their use under any conditions. 

 


